
25&30 CONTROL COMPONENTS
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KPB, KSL, KPL and KBL series are

designed for a wide range applications.

The contact material is Ag alloy.

Protection IP40 or IP65 is available.

Finger proof structure

UL approved

Push Button Switches

KPB 25 W M – R 1 1
CATEGORY KPB PUSH BUTTON

MOUNTING HOLE 25 25mm

DIAMETER 30 30mm

PROTECTION
BLANK IP 40

W IP 65

M PUSH BUTTON, MOMENTARY

AT PUSH BUTTON, ALTERNATE

EM
MUSHROOM HEADED

ACTUATOR
PUSH BUTTON, MOMENTARY

EA
MUSHROOM HEADED

PUSH BUTTON, ALTERNATE

ER PUSH BUTTON, TURN TO RESET

EP PUSH BUTTON, PULL TO RESET

R RED

G GREEN

COLOR
Y YELLOW

B BLUE

W WHITE

BK BLACK

CONTACT BLOCK NUMBER NUMBER OF NO CONTACT

CONTACT BLOCK NUMBER NUMBER OF NC CONTACT

M, AT 

R/G/Y/B/W/BK

EM, EA, ER, EP 

R/G/Y
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25&30 CONTROL COMPONENTS

Selector Switches

KSL 25 W S2 – 1 1
CATEGORY KSL SELECTOR SWITCH

MOUNTING HOLE 25 25mm

DIAMETER 30 30mm

PROTECTION
BLANK IP 40

W IP 65

S2
2 STEP LATCHING SELECTOR SWITCH

WITH SHORT LEVER

L2
2 STEP LATCHING SELECTOR SWITCH

WITH LONG LEVER

S3
3 STEP LATCHING SELECTOR SWITCH

ACTUATOR
WITH SHORT LEVER

L3
3 STEP LATCHING SELECTOR SWITCH

WITH LONG LEVER

AS3
3 STEP MOMENTARY SELECTOR SWITCH

WITH SHORT LEVER

AL3
3 STEP MOMENTARY SELECTOR SWITCH

WITH LONG LEVER

CONTACT BLOCK NUMBER NUMBER OF NO CONTACT

CONTACT BLOCK NUMBER NUMBER OF NC CONTACT

Pilot Lamps

KPL 25 W – L 1C R
CATEGORY KPL PILOT LAMP

MOUNTING HOLE 25 25mm

DIAMETER 30 30mm

PROTECTION
BLANK IP 40

W IP 65

LIGHT SOURCE
BLANK FILAMENT

L LED

1A 110－120V AC 50/60Hz

2A 200－220V AC 50/60Hz

3A 230－240V AC 50/60Hz

INPUT VOLTAGE 1C 6V   AC/DC

2C 12V  AC/DC

3C 24V  AC/DC

125D 100－125V DC

R RED

G GREEN

COLOR Y YELLOW

B BLUE

W WHITE

FILAMENT

R/G/Y/B/W

LED

R/G/Y



25&30 CONTROL COMPONENTS
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Electrical Characteristics

Illuminated Push Button Switches

KBL 25 W M – L 1C R 1 1
CATEGORY KBL ILLUMINATED PUSH BUTTON

MOUNTING HOLE 25 25mm

DIAMETER 30 30mm

PROTECTION
BLANK IP 40

W IP 65

M
PUSH BUTTON WITH LAMP,

MOMENTARY

MP
GUIDED PUSH BUTTON WITH LAMP,

ACTUATOR
MOMENTARY

AT
PUSH BUTTON WITH LAMP,

ALTERNATE

AP
GUIDED PUSH BUTTON WITH LAMP,

ALTERNATE

LIGHT SOURCE
BLANK FILAMENT

L LED

1A 110－120V AC 50/60Hz

2A 200－220V AC 50/60Hz

3A 230－240V AC 50/60Hz

INPUT VOLTAGE 1C 6V   AC/DC

2C 12V  AC/DC

3C 24V  AC/DC

125D 100－125V DC

R RED

G GREEN

COLOR Y YELLOW

B BLUE

W WHITE

CONTACT BLOCK NUMBER NUMBER OF NO CONTACT

CONTACT BLOCK NUMBER NUMBER OF NC CONTACT

FILAMENT

R/G/Y/B/W

LED

R/G/Y

●Contact resistance : less than 50

●Insulation resistance : 100 at 500VDC

●Continuous thermal current : 10A

●Switch ratings (at resistive load)

Voltage 125VAC 250VAC

Current 10A 6A 
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PUSH BUTTONS

KPB25M

IP 65 KPB25WM

KPB25AT

IP 65 KPB25WAT

KPB25EM

IP 65 KPB25WEM

KPB25EA

IP 65 KPB25WEA

KPB25ER

IP 65 KPB25WER

KPB25EP

IP 65 KPB25WEP

Red : R

Green: G

Yellow : Y

Blue : B

White : W

Black : BK

Red : R

Green : G

Yellow : Y

KPB 25 M – R 1 1
NO. of NC contact

NO. of NO contact

PROTECTION ACTUATOR COLOR

IP 40

IP 40

IP 40

IP 40

IP 40

IP 40

ORDERING NO. :

Push Button, Momentary

Push Button, Alternate

Mushroom Headed Push Button, Momentary

Mushroom Headed Push Button, Alternate

Push Button, Turn To Reset

Push Button, Pull To Reset
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PUSH BUTTONS

DIMENSION

Panel Cut-out

■Contact block combinations

Max. 4 contact block combination except

for KPB25EP and KPB25WEP which can be

equipped with max. 2 contact blocks.

■Material

•Body : Nylon glass

•Contact block : Nylon glass

•Ring : ABS (Aluminum ring is available)

•Button : Acetal

4 0
0.2

11
0.

2
0

25.5 0
0.3
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PUSH BUTTONS

KPB30M 

IP 65 KPB30WM

KPB30AT

IP 65 KPB30WAT

KPB30EM

IP 65 KPB30WEM

KPB30EA

IP 65 KPB30WEA

KPB30ER

IP 65 KPB30WER

KPB30EP

IP 65 KPB30WEP

Push Button, Momentary

Push Button, Alternate

Mushroom Headed Push Button, Momentary

Mushroom Headed Push Button, Alternate

Push Button, Turn To Reset

Push Button, Pull To Reset

Red : R

Green: G

Yellow : Y

Blue : B

White : W

Black : BK

Red : R

Green : G

Yellow : Y

KPB 30 M – R 1 1
NO. of NC contact

NO. of NO contact

PROTECTION ACTUATOR COLOR

ORDERING NO. :

P 40

P 40

P 40

P 40

P 40

P 40
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PUSH BUTTONS

DIMENSION

Panel Cut-out

■Contact block combinations

Max. 4 contact block combination except

for KPB30EP and KPB30WEP which can be

equipped with max. 2 contact blocks.

■Material

•Body : Nylon glass

•Contact block : Nylon glass

•Ring : ABS (Aluminum ring is available)

•Button : Acetal

4 0
0.2

30.5 0
0.3

13
.5

0.
2

0
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SELECTOR SWITCHES

KSL25S2

IP 65 KSL25WS2

KSL25S3

IP 65 KSL25WS3

KSL25AS2

IP 65 KSL25WAS2

KSL25AS3

IP 65 KSL25WAS3

KSL25L2

IP 65 KSL25WL2

KSL25L3

IP 65 KSL25WL3

KSL25AL2

IP 65 KSL25WAL2

KSL25AL3

IP 65 KSL25WAL3

KSL 25 L2 – 1 1
NO. of NC contact

NO. of NO contact

PROTECTION ACTUATOR ACTUATING ANGLE

45 45 

45 45 

45 45 

45 45 

45 45 0 

45 45 0 

45 45 0 

45 45 0 

ORDERING NO. :

IP 40

IP 40

IP 40

IP 40

IP 40

IP 40

IP 40

IP 40

Latching Selector Switch

Momentary Selector Switch

Latching Selector Switch

Momentary Selector Switch

With Short Lever

With Short Lever

With Long Lever

With Long Lever
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SELECTOR SWITCHES

DIMENSION

Panel Cut-out

■Contact block combinations

Max. 4 contact block combination

■Material

•Body : Nylon glass

•Contact block : Nylon glass

•Ring : ABS (Aluminum ring is available)

•Knob : Acetal

■Knob disassembled method

4 0
0.2

11
0.

2
0

25.5 0
0.3

Insert And Turn
Twist
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SELECTOR SWITCHES

KSL30S2

IP 65 KSL30WS2

KSL30S3

IP 65 KSL30WS3

KSL30AS2

IP 65 KSL30WAS2

KSL30AS3

IP 65 KSL30WAS3

KSL30L2

IP 65 KSL30WL2

KSL30L3

IP 65 KSL30WL3

KSL30AL2

IP 65 KSL30WAL2

KSL30AL3

IP 65 KSL30WAL3

Latching Selector Switch

Momentary Selector Switch

Latching Selector Switch

Momentary Selector Switch

With Short Lever

With Short Lever

With Long Lever

With Long Lever

PROTECTION ACTUATOR ACTUATING ANGLE

KSL 30 L2 – 1 1
NO. of NC contact

NO. of NO contact

45 45 

45 45 

45 45 

45 45 

45 45 0 

45 45 0 

45 45 0 

45 45 0 

ORDERING NO. :

IP 40

IP 40

IP 40

IP 40

IP 40

IP 40

IP 40

IP 40
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SELECTOR SWITCHES

DIMENSION

Panel Cut-out

■Contact block combinations

Max. 4 contact block combination

■Material

•Body : Nylon glass

•Contact block : Nylon glass

•Ring : ABS (Aluminum ring is available)

•Knob : Acetal

■Knob disassembled method

4 0
0.2

30.5 0
0.3

13
.5

0.
2

0

Insert And Turn
Twist
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PILOT LAMPS

Filament : 

Blank

LED : L

Built-in Transformer

110V AC : 1A

220V AC : 2A

230V AC : 3A

Full Voltage

6V : 1C

12V : 2C

24V : 3C

Filament Lamp :

Red : R

Green : G

Yellow : Y

Blue : B

White : W

LED Lamp :

Red : R

Green : G

Yellow : Y

KPL 25 – L 1A R

ACTUATOR LIGHT SOURCE INPUT VOLTAGE COLOR

ORDERING NO. :

D25mm

IP 40 : KPL25

IP65 : KPL25W

D30mm

IP 40 : KPL30

IP65 : KPL30W

Built-in Transformer

Full Voltage

Built-in Transformer

Full Voltage
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PILOT LAMPS

DIMENSION

Panel Cut-out

■The secondary voltage of built-in transformer is 6V

■Material

•Body : Nylon glass

•Ring : ABS (Aluminum ring is available)

•Cab : AS

4 0
0.2

11
0.

2
0

25.5 0
0.3

4 0
0.2

30.5 0
0.3

13
.5

0.
2

0

KPL25                   KPL30



14

ILLUMINATED PUSH BUTTONS

Filament : 

Blank

LED : L

IP 40

KBL25M

IP 65

KBL25WM

IP 40

KBL25AT

IP 65

KBL25WAT

IP 40

KBL25MP

IP 65

KBL25WMP

IP 40

KBL25AP

IP 65

KBL25WAP

Built-in Transformer

110V AC : 1A

220V AC : 2A

230V AC : 3A

Full Voltage

6V : 1C

12V : 2C

24V : 3C

Filament Lamp :

Red : R

Green : G

Yellow : Y

Blue : B

White : W

LED Lamp :

Red : R

Green : G

Yellow : Y

KBL 25 M – L 1A R 1 1
NO. of NC contact

NO. of NO contact

ACTUATOR LIGHT SOURCE INPUT VOLTAGE COLOR

ORDERING NO. :

Built-in Transformer

Full Voltage

Built-in Transformer

Full Voltage
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ILLUMINATED PUSH BUTTONS

DIMENSION

Panel Cut-out

■The secondary voltage of built-in transformer is 6V

■Material

•Body : Nylon glass

•Contact block : Nylon glass

•Ring : ABS (Aluminum ring for KBL25M and

KBL25AT is available)

•Cab : AS

■Contact block combinations

Max. 4 contact block combination

4 0
0.2

11
0.

2
0

25.5 0
0.3
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ILLUMINATED PUSH BUTTONS

Filament : 

Blank

LED : L

IP 40

KBL30M

IP 65

KBL30WM

IP 40

KBL30AT

IP 65

KBL30WAT

IP 40

KBL30MP

IP 65

KBL30WMP

IP 40

KBL30AP

IP 65

KBL30WAP

Built-in Transformer

110V AC : 1A

220V AC : 2A

230V AC : 3A

Full Voltage

6V : 1C

12V : 2C

24V : 3C

Filament Lamp :

Red : R

Green : G

Yellow : Y

Blue : B

White : W

LED Lamp :

Red : R

Green : G

Yellow : Y

KBL 30 M – L 1A R 1 1
NO. of NC contact

NO. of NO contact

ACTUATOR LIGHT SOURCE INPUT VOLTAGE COLOR

ORDERING NO. :

Built-in Transformer

Full Voltage

Built-in Transformer

Full Voltage



ILLUMINATED PUSH BUTTONS
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DIMENSION

Panel Cut-out

■The secondary voltage of built-in transformer is 6V

■Material

•Body : Nylon glass

•Contact block : Nylon glass

•Ring : ABS (Aluminum ring for KBL30M and

KBL30AT is available)

•Cab : AS

■Contact block combinations

Max. 4 contact block combination

4 0
0.2

30.5 0
0.3

13
.5

0.
2

0
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ACCESSORIES

NO Contact NC Contact

Support Block Protection Cover

Anti-Rotating Ring `Aluminum Ring

Ø25 Cover      KA-005

Green
Red
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KH–2201  EB–1  1  R

Push Button Switches

CATEGORY KH-2201 Ø22 PUSH BUTTON

BLANK PUSH BUTTON, MOMENTORY

EB
MUSHROOM HEADED PUSH

ACTUATOR BUTTON, MOMENTARY

ER PUSHBUTTON, TURN TO RESET

S SELECTABLE PUSH BUTTON

CONTACT BLOCK NUMBER NUMBER OF NO CONTACT

CONTACT BLOCK NUMBER NUMBER OF NC CONTACT

R RED

G GREEN

COLOR
Y YELLOW

B BLUE

W WHITE

BK BLACK

BASIC BUTTON COLOR

R/G/Y/B/W/BK

EB, ER BUTTON

R/G/Y

S BUTTON

BK

KH-2201, 2202, 2204 Type approved by UL

File No. E117960

KH-2203 Type approved by UL

File No. E191305

Comfortable mounting and dis-mounting 

Body materials with heat resistance, oiltight

and mechanical strength.

maximum 5㎜ of panel thickness

available upto 4 contact blocks
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KH–2202–2S–1  1 

CATEGORY KH-2202 SELECTOR SWITCH

2S
2 STEP LATCHING SELECTOR SWITCH

WITH SHORT LEVER

3S
3 STEP LATCHING SELECTOR SWITCH 

ACTUATOR
WITH SHORT LEVER

2L
2 STEP LATCHING SELECTOR SWITCH 

WITH LONG LEVER

3L
3 STEP LATCHING SELECTOR SWITCH 

WITH LONG LEVER

CONTACT BLOCK NUMBER NUMBER OF NO CONTACT

CONTACT BLOCK NUMBER NUMBER OF NC CONTACT

KH–2203  L–1  R

CATEGORY KH-2203 PILOT LAMP

LIGHT SOURCE
BLANK FILAMENT

L LED 

1 110VAC 50/60

2 220VAC 50/60

INPUT VOLTAGE
3 230VAC 50/60

6V AC/DC

TL 12V AC/DC

24V AC/DC

R RED

G GREEN

COLOR Y YELLOW

B BLUE

W WHITE

FILAMENT

R/G/Y/B/W

LED

R/G/Y

Selector Switches

Pilot Lamps



10A, 125VAC   6A, 250AVC

100 at 500VDC

less than 50

10〜50 double amplitude 1.5 X, Y and Z directions for one hour

50g(500m/sec2)

–25℃〜+50℃ (without condensing)

45〜85%

more than 100,000

more than 1,000,000
more than 100,000

more than 1,000,000

more than 100,000(EB, ER and S) more than 100,000(EB, ER)

IP 56   ( ER, S : IP 50 ) IP 50 IP 56   ( ER : IP 50 )
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Specifications

KH–2204 L P–1 1 1 R
CATEGORY KH-2204 ILLUMINATED PUSH BUTTON

LIGHT SOURCE
BLANK FILAMENT

LED LED 

BLANK PUSH BUTTON, MOMENTARY

P
GUIDED PUSH BUTTON WITH 

LAMP, MOMENTARY

ACTUATOR
EB

MUSHROOM HEADED PUSH BUTTON,

MOMENTARY

ER
MUSHROOM HEADED PUSH BUTTON,

TURN TO RESET

1 110VAC 50/60

2 220VAC 50/60

INPUT VOLTAGE
3 230VAC 50/60

6V AC/DC
TL 12V AC/DC

24V AC/DC

CONTACT BLOCK NUMBER NUMBER OF NO CONTACT

CONTACT BLOCK NUMBER NUMBER OF NC CONTACT

R RED

G GREEN

COLOR Y YELLOW

B BLUE

W WHITE

FILAMENT

R/G/Y/B/W

LED

R/G/Y

Illuminated Push Button Switches

SWITCH RATING (RESISTIVE LOAD)

INSULATION RESISTANCE

CONTACT RESISTANCE

VIBRATION RESISTANCE

SHOCK RESISTANCE

AMBIENT TEMPERATURE

AMBIENT HUMIDITY

ELECTRICAL LIFE

MECHANICAL LIFE

PROTECTION

KH-2201
KH-2201EB
KH-2201ER
KH-2201S

KH-2202

KH-2204

KH-2204EB

KH-2204ER
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PUSH BUTTONS

IP 56 KH-2201

IP 56 KH-2201EB

IP 50 KH-2201ER

IP 50 KH-2201S

Red : R

Green : G

Yellow : Y

Blue : B

White : W

Black : BK

Red : R

Green : G

Yellow : Y

Black : BK

KH – 2201 – 1 1 R
NO. of NC contact

NO. of NO contact

PROTECTION ACTUATOR COLOR

ORDERING NO. :

Push Button, Momentary

Push Button, Momentary

Push Button, Turn To Reset

Selectable Push Button
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PUSH BUTTONS

KH-2201

KH-2201EB

KH-2201ER

KH-2201S

DIMENSION

Panel Cut-out

■Contact block combinations

Max. 4 contact block combination

■Material

•Body : Nylon glass

•Contact block : Nylon glass

•Ring : Nylon glass

•Knob : Acetal

3 0
0.5

10
0.

2

22.5 0
0.3
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SELECTOR SWITCHES

Latching Selector

Latching Selector

With Short Lever

With Long Lever

45 45 

45 45 

45 45 

45 45 

IP 50 KH-2202-2S

IP 50 KH-2202-3S

IP 50 KH-2202-2L

IP 50 KH-2202-3L

KH–2202–2L – 1 1
NO. of NC contact

NO. of NO contact

PROTECTION ACTUATOR ACTUATING ANGLE

ORDERING NO. :
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SELECTOR SWITCHES

KH-2202-2S

KH-2202-2L

DIMENSION

Panel Cut-out

■Contact block combinations

Max. 4 contact block combination

■Material

•Body : Nylon glass

•Contact block : Nylon glass

•Ring : Nylon glass

•Knob : Acetal

KH-2202-3S

KH-2202-3L

3 0
0.5

10
0.

2

22.5 0
0.3
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PILOT LAMPS

Built-in Transformer

Full Voltage

FILAMENT

LED 

FILAMENT

LED 

KH-2203-1

KH-2203-2

KH-2203-3

KH-2203L-1

KH-2203L-2

KH-2203L-3

KH-2203-TL

KH-2203L-TL

110VAC

220VAC

230VAC

110VAC

220VAC

230VAC

FULL VOLTAGE

FILAMENT

6.3V

12V

24V

LED

6V

12V

24V

Filament Lamp :

Red : R

Green : G

Yellow : Y

Blue : B

White : W

LED Lamp :

Red : R

Green : G

Yellow : Y

KH–2203 L–1 R

MODEL INPUT VOLTAGE COLOR

ORDERING NO. :



27

PILOT LAMPS

KH-2203(R Type Cap)

KH-2203(F Type Cap)

KH-2203-TL(R Type Cap)

KH-2203-TL(F Type Cap)

DIMENSION

Panel Cut-out

■The secondary voltage of built-in

transformer is 6V

■Material

•Body : Nylon glass

•Ring : Nylon glass

•Cab : AS

■F type cap is available.

■The input voltage should be notified

when full voltage pilot lamps are ordered.

3 0
0.5

10
0.

2

22.5 0
0.3

FILAMENT LED

6.3V AC/DC 6V AC/DC

12V AC/DC 12V AC/DC

24V AC/DC 24V AC/DC



ORDERING NO. :

KH–2204–1

KH–2204–2

KH–2204L–1

KH–2204L–2

KH–2204P–1

KH–2204P–2

KH–2204LP–1

KH–2204LP–2

28

ILLUMINATED PUSH BUTTONS

FILAMENT

LED

FILAMENT

LED

FILAMENT

LED

FILAMENT

LED

FULL VOLTAGE

FULL VOLTAGE

110VAC

220VAC

110VAC

220VAC

110VAC

220VAC

110VAC

220VAC

Filament Lamp :

Red : R

Green : G

Yellow : Y

Blue : B

White : W

LED Lamp :

Red : R

Green : G

Yellow : Y

KH–2204LP–2 1 1 R 
NO. of NC contact

NO. of NO contact

ACTUATOR LIGHT SOURCE INPUT VOLTAGE COLOR

KH–2204–TL

KH–2204L–TL

KH–2204P–TL

KH–2204LP–TL

(Built-In Transformer)

(Full Voltage)

(Built-In Transformer)

(Full Voltage)

Push Button

Push Button

Push Button

Push Button
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ILLUMINATED PUSH BUTTONS

KH-2204

KH-2204-TL

KH-2204P

KH-2204P-TL

DIMENSION

Panel Cut-out

■The secondary voltage of built-in

transformer is 6V

■Material

•Body : Nylon glass

•Contact block : Nylon glass

•Ring : Nylon glass

•Cab : AS

■Contact block combinations

Max. 4 contact block combination

■The input voltage should be notified

when full voltage pilot lamps are ordered.

3 0
0.5

10
0.

2

22.5 0
0.3

FILAMENT LED

6.3V AC/DC 6V AC/DC

12V AC/DC 12V AC/DC

24V AC/DC 24V AC/DC



ORDERING NO. :
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ILLUMINATED PUSH BUTTONS

FILAMENT

LED

FILAMENT

LED

FILAMENT

LED

FILAMENT

LED

KH–2204EB–TL

KH–2204LEB–TL

KH–2204ER–TL

KH–2204LER–TL

KH–2204ER–1

KH–2204ER–2

KH–2204LER–1

KH–2204LER–2

KH–2204EB–1

KH–2204EB–2

KH–2204LEB–1

KH–2204LEB–2

110VAC

220VAC

110VAC

220VAC

FULL VOLTAGE

110VAC

220VAC

110VAC

220VAC

FULL VOLTAGE

Filament Lamp :

Red : R

Green : G

Yellow : Y

Blue : B

White : W

LED Lamp :

Red : R

Green : G

Yellow : Y

KH–2204EB–TL 1 1 R
NO. of NC contact

NO. of NO contact

ACTUATOR LIGHT SOURCE INPUT VOLTAGE COLOR

Push Button

Push Button

Push Button, Turn To Reset

Push Button, Turn To Reset

(Built-In Transformer)

(Full Voltage)

(Built-In Transformer)

(Full Voltage)



ILLUMINATED PUSH BUTTONS
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KH-2204EB

KH-2204EB-TL

KH-2204ER

KH-2204ER-TL

DIMENSION

Panel Cut-out

■The secondary voltage of built-in

transformer is 6V

■Material

•Body : Nylon glass

•Contact block : Nylon glass

•Ring : Nylon glass

•Cab : AS

■Contact block combinations

Max. 4 contact block combination

■The input voltage should be notified

when full voltage pilot lamps are ordered.

3 0
0.5

10
0.

2

22.5 0
0.3

FILAMENT LED

6.3V AC/DC 6V AC/DC

12V AC/DC 12V AC/DC

24V AC/DC 24V AC/DC


