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KH-8005-S KH-8005-C KH-8005-R KH-8005-P KH-8005-PR KH-8005-CPR KH-8005-SR 
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MATERIAL 

KH-8005-S 600g 50g 15°±5° 10° 75° 90° 
Body, head: zinc-alloy die-casting 

Cover, roller: nylon glass 

Lever: Stainless steel KH-8005-C 800g 50~21g 15°±5° 10° 75° 90° 

KH-8005-R 800~203g 50~12g 15°±5° 10° 75° 90° 

Body, head: zinc-alloy die-casting  

Cover: nylon glass 

Rod: Stainless steel 

KH-8005-P 900g 150g 2.0mm±1.0 0.7mm 4mm 4.5mm 

Body, head: zinc-alloy die-casting  

Cover: nylon glass 

Shaft:  free-cutting steel 

KH-8005-PR 

KH-8005-CPR 

900g 150g 1.5mm±0.5 0.7mm 4mm 5.5mm 

Body, head: zinc-alloy die-casting  

Cover: nylon glass  

Roller : Stainless steel 

KH-8005-SR 90g - 10mm±5 - 20mm 20° 

Body, head: zinc-alloy die-casting  

Cover: nylon glass  

Spring lever: Stainless steel 
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Rated Voltage Resistive Load Inductive Load 

125VAC 5A 3A 

250VAC 5A 2A 

125VDC 0.4A 0.1A 

Certification 

Ratings 

Specification 

Contacts 

Allowed operating velocity 1 mm/s ~ 1 m/s 

Operating 

frequency 
Mechanical 120 operations/min 

Electrical 30 operations/min 

Insulation Resistance 100MΩ or above( at DC500V) 

Contact resistance 25mΩ or below 

Dielectric strength AC 1,000V 1min.(Between live parts) 
AC 2,000V 1min.(Between dead parts) 

Vibration resistance 10~55Hz at double amplitude: 1.5mm(X,Y,Z directions) for 1 hour 

Shock resistance Approximately 30G(300m/s2) 

Durability 
Mechanical 1 million operations 

Electrical 100,000 operations 

Protection IP55 

Ambient temperature -10℃ ~ +55℃(non-freezing condition) 

Ambient humidity 40~85% RH 

Weight Approximately 80~125g 
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Installation 

Front side installation Back side installation 

M4 bolt 

Spring Washer M4 bolt 

※ Hole depth must be 15mm(minimum). 

M4 bolt 

4-Φ4.5 hole 

Spring Washer 

bolt 

4-Φ5.5 hole 

Spring Washer 

※ Maximum panel thickness must be less than 5mm. ※ Maximum panel thickness must be less than 7mm. 

Terminal lug 

Without insulation sleeve 

With insulation sleeve 
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